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Data sheet article BD-FTN-10

Technical data and application safety
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1. Technical information

neodymium hook magnet @ 10 mm, holds approx. 3 kg, thread M3

Article ID BD-FTN-10

EAN 7640172695982

Strength approx. 3 kg (approx. 29,4 N)

Displacement force approx. 600 g (approx. 5,88 N)

Colour Silver-coloured

Thread Round hook

Product version With round hook

Pot diameter D 10 mm - *\ A
Neck diameter d 5mm -

Pot height H1 4,5 mm (/ 4/ b\H ‘

Total height without hook H2 11,5 mm 4 s / y

Total height with hook H3 26 mm -

Hook opening width a 3,5mm &

Hook inside diameter b 4mm d - M e
Thread size M3 = >

Tolerance +/-0,1 mm !
Magnetisation N38 ~
Coating Nickel-coated (Ni-Cu-Ni) ==
Visible side of the magnet North pole =

Max. working temperature 80°C | | I, Yy v
Steel Q235 (China) D

Weight 5,8000 g = =

Product compliant with the latest European RoHS directive.
Product compliant with the latest European REACH regulation.

2, Safety tips

Warning Pacemaker

Magnets could affect the functioning of pacemakers and implanted heart defibrillators.
o A pacemaker could switch into test mode and cause illness.
o A heart defibrillator may stop working.

o If you wear these devices keep sufficient distance to magnets: www.supermagnete.es/eng/fag/distance
o Warn others who wear these devices from getting too close to magnets.

For more information about magnets please review
https://www.supermagnete.es/eng/faqgs.
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